








MACHINERY AND EQUIPMENT
FOR SOIL WORKING

TexHuka u obopyaosaHue aAns nepeodpaboTkm NoyBk|




Mouldboard Plough

Mnyr ¢ 6pyckom
Economical solution for stony, rooted and aggressive soil conditions. Cost reduction with use of high resistant
bar point comparing to plain share. By pushing the bar point forward, you get “first day plowing quality”

Mnyr ¢ 6pyckoM NpeHA3HAYEH ANA BCNALIKM NOYB NOA 38PHOBLIE M TEXHWYECKME KyNETYPbI Ha rNyGKHY A0 30 M, Ha y4acTKax He
38COPEHHEIMH KAMHAMM, NMMTHAKAMM M DYTHMH NPENATCTEHAMMN.
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Disc Plough

[uckosbin [nyr ¢ Kpyrnou pamou

The disc ploughs are produced to work in every type of soil for breaking, raising, turning and mixing the soil. The
disc ploughs are used to open new fields and useful in fields with stones. Disc ploughs can be used in hard soil
conditions with stones, roots, etc. The lifetime of plough are rather long because the materials are high quality;
discs are boron steel from Turkey, Forge de Niaux from France; 52-55 RHC hardness, B660mm and are adjustable
to get the maximum power from the tractor.

Hucxoseii Nnyr ¢ kpyrNoA paMoi NpeaHasHaYeH ANA OCHOBHOH W NpeanocesHon o6paboTkik oYkl N0 38PHOBLIE M KOPMOBLIE KYNETY Db,
Takoke nonbayeTcs ANA OCBEXEHHA 33BPHENGIX NYTOB W NYLUBHWA CTEPHM. [IMCKOBOR NITyT NPUrOAEH ANA BCNAXWBAHMH LIENHHL] H KAMEHUCTOH
MOYBLI, M NEMDK NDM WCNONE30BAHWIA HA CKANWCTON He oBpafoTanHoi novee. Bo walexaHus NnonoMoK TPEKTOPE W AWCKOB Nyra HeofxoMmo
naberate Gonsiwkx AM B0 BpevA padoTe. MOABMAHOCTE NONOMEHKA IHCKOB NOIB0NAET MAKCHMANEHO NONLI0BATECH MOWHOCTEHD TRAKTOPA,
B Ouckoseix MNnyrax MCNONE3yeToR AWCKM guameTpom 660 MM, TeEpaocTeto cTank 52-55 RHC.

MODEL Mopent AGDP2 AGDP3 AGDP4 AGDPS
Numberofdisc  KDnW4ecTBO QWCxOB pes wr 2 3 & 5

Total Lenght (L] onwsz (L) cm 1355 233 252 325
Total Width [N) LMpKHaE (M) cm 1115 1265 142 160
Working Depth [H] eticora (H) cm 1235 1235 1235 1235
Working Width (F] rny6usa obpatokm (F) cm bb 99 132 167
Space of Body [B] paccrosume mexgy owckawd (B) cm 53 53 53 53
Required Power  mowHoCTs TpAKTODA cm 35-40 5560 7080  85-90
Efficiency MpoHaBoaMTENEHOCTE d/h 24 38 5.2 b5
Total Weight Macca kg K 310 400 470 580
















Automatic Side-Shifting Rotary Tiller

ABTOMaTHYeCKas POTALUMOHHASA KOCHNbKA

Automatic side-shifting rotary tiller is a secondary tillage tool that is driven by the tractor pto shaft. It can be easily
mounted on the three-point hitch of the tractor. This machine is designed especially to be used in vineyard and
orchards. The side shifting system consists of an arm and hydraulic system. This system allows the body to avoid
the obstacle [tree..etc.] automatically and then return into their original position. So, tillage operations under trees
without any damage can be performed

ABTOMETWHECKAR POTALWMOHHAR KOCHNEKA paspaioTana CNeuMansHo ANA MCNONk30BaHKA Ha BUHOMPa/HMKaX M CRN0BLIX y4acTkax, [erxyliancs
CHCTEMA COCTOMT W3 NankLa v TMAPEBNMYECKDR CHCTEME!, ABTOMATHYECKAR NEPEMELLAIOWEN B CTOPOHY POTALMOHHER KOCHNLKA NO3BONAET
Teny wberath NPENATCTENA (JEPEBO W. T.A.) RBTOMATHHECKM W 3aTeM BO3BPALLATECA B MX OPHIWHANLHOE NONMKEHKe, Tak, anepauy NallHK
noa fepessaMy Ge3 nboro NoBpex AEHUA MOTYT BbiTb BLINOAHEHSI,

MODEL Mogaens AGHDR 160 AGHDR 185 AGHDR 210

Total Lenght [A) anvua (A) em 175

Total Width (B]  wwpusa (B) cm 70

Totalheight[C]  ssicota (C) cm 120

Working Depth  rnyBusa ofpadorkw cm 22

Working Width  wipwna aaxeara cm 148

Required Power wowHocTs hp nc 45-55 - 1

Total Weight ~ wacca 530






