
Model PTO Spin Working 
Width Height Width Number 

of Blades
Working 
Depth Weight Required 

Power

rpm cm cm cm pcs cm kg hp

AG-RPH 170           
120x120 Frame 540 170 131 160 14 8-27 908 60-70

AG-RPH 200                     
120x120 Frame 540 200 131 160 16 8-27 995 80-90

AG-RPH 250                   
120x120 Frame 540 250 131 160 20 8-27 1166 90-110

AG-RPH 300                   
120x120 Frame 540 295 131 160 24 8-27 1320 100-120

AG-RPH 350                   
120x120 Frame 540 345 131 160 28 8-27 1510 100-120

AG-RPH 300                  
220x220 Frame 750 295 131 172 24 8-27 1370 140-160

AG-RPH 350                  
220x220 Frame 750 345 131 172 28 8-27 1580 150-170

AG-RPH 400                  
220x220 Frame 750 395 131 172 32 8-27 1820 170-200

AG-RPH 450                  
220x220 Frame 750 440 131 172 36 8-27 2130 180-220

AG-RPH 500                 
220x220 Frame 750 485 131 172 40 8-27 2417 190-220

AG-RPH 600                  
220x220 Frame 750 580 131 172 43 8-27 2810 200-240

OPTIONAL
HYDRAULIC ATTACHMENT

POWER HARROW WITH PACKER ROLLER
With their strong, powerful and reliable structure, easy-to-use operation and wide model range that is able 
to meet any kind of needs, Agrional rotary Power Harrows are the most successful PROFESSIONAL MACHINE 
among the machines that cultivate the land and prepare the seed-bed in respect of their help to both the soil 
and the plant. As their blades which can process the soil vertically  as deep as 28 cm cultivate the land without 
making it upside down, the soil moisture is preserved and the formation of footstones. Thanks to its roller at 
the back of the machine, it applies pressure on the soil and ensures that the soil is damp and heated.
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We reserve the right to make changes and or improvements in designs & dimensions without notice and without incurring obligation.

www.agrional.com
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